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1) Introduction 
This user guide covers how to use the Woolich Racing USB ECU Interface.  

This includes: 

 Connecting the USB ECU Interface into the Bike Harness and Computer. 

 Installing the FTDI Drivers. 

 Engine Data Mode. 

 ECU Flashing Mode 

 Serial Data LED 

 Disconnecting the USB ECU Interface 

2) Connecting the USB ECU Interface 
i) You need to install the Bike Harness before you can use the USB ECU Interface. You can 

download model specific instructions on the Bike Harness Installation from our web site 

http://www.WoolichRacing.com/Documents.aspx 

ii) Plug the 8 pin white Molex connector into the Bike Harness. 

iii) Plug the USB cable into the Interface. 

iv) Plug the USB cable into your Computer’s USB port. 

v) When plugged in the Green Power LED will be on. 
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3) Installing the FTDI Drivers 

Windows 7 

On Windows 7 computers the USB Interface should be automatically detected and installed onto 

the computer. All you need to do is plug the USB Interface into the computer’s USB port and the 

relevant drivers will be downloaded, installed and configured onto your computer. If you 

experience any difficulty refer to the FTDI Installation Guides below. 

Windows XP 

On Windows XP computers you may need to download and install the drivers for the USB 

Interface from the following location  

http://www.ftdichip.com/Drivers/CDM/CDM20814_Setup.exe 

FTDI Installation Guides 

Installation guides for various operating systems can be found on the FTDI site  

http://www.ftdichip.com/Support/Documents/InstallGuides.htm 

4) Engine Data Mode 
To select Engine Data Mode, move the mode selection switch to the left position. When in Engine 

Data Mode the Orange LED will be on. 
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5) ECU Flashing Mode 
To select ECU Flashing Mode, move the mode selection switch to the right position. When in ECU 

Flashing Mode the Red LED will be on. 

 

6) Serial Data LED 
When data is being transmitted to or from the ECU the second green LED below the Power LED will 

flash. The Serial Data LED flashes when data is transmitted in both Engine Data Mode and ECU 

Flashing Mode. 

 



 
7) Disconnecting the USB ECU Interface 
You should disconnect the USB Interface from the bike harness if you do not have a computer 

plugged into the USB port on the Interface and powered on. Failure to disconnect the USB Interface 

from the ECU (when no computer is connected to the USB port on the interface) can cause the 

engine to cut out or not start. 

To Disconnect the USB Interface from the ECU, unplug the 8 pin Molex connector between the ECU 

harness and the interface. 

Warranty 
Woolich Racing Warranty obligations are limited to the terms set forth below. 

Woolich Racing warrants this product against defects in material and workmanship for the period of one (1) year. The 

warranty period begins with the date of original retail purchase.  

This limited warranty is made only to the original end user purchaser ("you") of the product and does not extend to any 

subsequent purchasers or owners of the product. The "original end user" is the first user to put the product into service in 

any fashion. It is your responsibility to establish the warranty period by verifying the original purchase date.  

If you discover a defect, Woolich Racing will, at its option, repair or replace this product with a new or reconditioned 

product at no charge to you, provided you return it during the warranty period, with transportation charges prepaid, to 

Woolich Racing. Please attach your name, address, telephone number, and a copy of the receipt from Paypal as proof of 

date of original purchase, as well as a detailed description of the problem for which service is requested. You are 

responsible for packing the product to be returned. If the repairs are covered by the Limited Warranty and if the product 

was properly shipped to Woolich Racing, Woolich Racing will pay the return shipping charges. This warranty applies only to 

Woolich Racing products. This warranty does not cover damaged resulting from accident, misuse, abuse, or neglect and/or 

damage during any type of transportation resulting from improper packaging; damage to any product which has been 

altered in any fashion, including damage resulting from causes other than product defects, including and not by way of 

limitation, lack of technical skill, competence, or experience of the user, and/or failure to use the product in accordance 

with the instructions provided in the User's Manual or Installation Manual; and service performance by an unauthorized 

person or entity. Any implied warranties including fitness for use and merchantability are limited to the period of the 

expressed warranty set forth above. The remedies provided under this warranty are exclusive and in lieu of all others.  

Disclaimer 
This product is meant for Off-Road use only and is not street legal. Owner assumes responsibility for his or her own actions 

when using this product. Woolich Racing hereby expressly disclaims liability and shall not be responsible for incidental, 

consequential and contingent damages or any kind or nature, including, without limitation: damages to persons or 

property, whether a claim for such damages is based upon warranty, contract, tort or otherwise; damages due to or arising 

out of the loss of time; or loss of profits. Woolich Racing shall not be responsible for any damages caused by the presence 

of error or omission in any of its manuals, instructions or related materials. 


